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		Biogas: Tank concrete Top	


			


		
			
			Our agitators are especially designed for fermenters, secondary fermenters and end storages. We can provide you a optimal distribution of the temperature and nutrients within your digester. See for yourself what our products can do for you.

Thanks to our years of experience, as the first inventor and manufacturer of the electric agitator, we collect great knowhow and have the possibility to optimize our products throughout.

From the first electric agitator - the Rekordmix - in the 60's until today our product range has grown steadily. We find the perfect solutions for your requirements.

			


																

													

																																																				

															
															
														
			
								
				
					Productdetails

					[image: Rührwerk Rührgigant FR SP]
					GIANTMIX FR SP

					Agitator which is vertically adjustable up to +/- 30°

						Motor power of 7.5 - 22.0kW
	Tube length 3.0 - 4.0 m
	Propeller Ø 620 - 880 mm


					
													Application
example:


							[image: Rührwerk Rührgigant FR SP]					


				

			
						
				
					Productdetails
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					GIANTMIX FR light

					Gigantic can be so compact

						Motor with 4.0 / 7.5 kW
	Tube length 1.0 / 1.5 m
	Propeller-Ø 520 - 700 mm


					
													Application
example:


												


				

			
						
				
					Productdetails

					[image: Rührwerk Rührgigant FR]
					GIANTMIX FR 30°

					For an optimized biological process by almost constant substrate level

						Motor power of 7.5 - 22,0kW
	Tube lengths 3.0 and 4.0 m
	Propeller Ø 620 - 880mm


					
													Application
example:


							[image: Rührwerk Rührgigant FR]					


				

			
			
			
				
					Productdetails

					[image: Rührgigant FR stationär]
					GIANTMIX FR stationary

					The stationary version of our Giantmix FR

						Motor power of 11.0 - 18.5 kW
	Pipe lengths 2.0 - 3.0 m
	Propeller Ø 580 - 660 mm


					
													Application
example:
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					Productdetails
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					GIANTMIX FT

					The agitator which is horizontally and vertically adjustable up to +/- 30°

						Motor power of 7,5 / 11 / 15 / 18.5 / 22 kW
	Tube lengths 4.0 / 5.0 / 5.5 / 6.0 m
	Propeller Ø 660 - 880 mm


					
													Application
example:


												


				

			
						
				
					Productdetails

					[image: ]
					GIANTMIX FT - Top mount version

					Long-axis agitator Giantmix FT - version for top mounting

						Motor power of 11.0 / 15.0 / 18.5 / 22.0 kW
	Tube lengths 4.0 / 5.0 / 5.5 / 6.0 m
	Propeller Ø 660 - 880 mm


					
													Application
example:
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					Productdetails
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					GIANTMIX FTX

					Energy-efficient rod agitator with very high efficiency

						Motor power: 15.0 kW
	Tube length 4.0 / 5.0 / 5.5 / 6.0 m
	Propeller-Ø 1,200 mm


					
													Application
example:


							[image: ]					


				

			
						
				
					Productdetails
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					GIANTMIX FTX top mount

					Top-mounted energy-efficient agitator for high dry matter content

						Motor power: 15.0 kW
	Tube length 4.0 / 5.0 / 5.5 / 6.0 m
	Propeller-Ø 1,200 mm


					
													Application
example:
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					Productdetails
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					GIANTMIX AMX

					Long-axis agitator Giantmix AMX for higher dry matter contents

						Motor performance: 15 / 18.5 / 22 kW
	Tube lengths 4.0 / 5.0 / 6.0 m
	Propeller Ø 1600 mm


					
													Application
example:


												


				

			
			
			
				
					Productdetails
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					GIANTMIX AMX - Top mount version

					Long-axis agitator Giantmix AMX - version for top mounting

						Motor power of 15 / 18.5 / 22 kW
	Tube length 4.0 / 5.0 / 6.0 m
	Vertical inclination through hydraulic cylinder


					
													Application
example:
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					Productdetails

					[image: Elektrorührwerk Rekordmix]
					REKORDMIX

					The original and well-known SUMA electric agitator

						Motor power: 4.0 / 5.0 / 7.5 kW
	Tube lengths 2.25 to 4.25 m
	Propeller Ø 320 / 270 / 300 mm


					
													Application
example:


							[image: Elektrorührwerk Rekordmix]					


				

			
						
				
					Productdetails
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					GIANTMIX BG2 - Vertical mount version

					Designed for installation on top of the tank

						Motor power: 4.0 / 7.5 / 10.0 kW
	Tube lengths 4.0 / 5.0 m
	Propeller Ø 520 - 750 mm


					
													Application
example:
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					Productdetails

					[image: Rührgigant Z3 stationär]
					GIANTMIX FR HY stationary

					The tractor-driven agitator for a stationary installation

						For tractor powers 60 - 88 kW
	Pipe lengths of 2.0 / 2.5 m
	Propeller Ø 560 - 700 mm


					
													Application
example:
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					Productdetails
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					OPTIMIX 2G 3 / 4 kW

					Agitator for smaller tanks with low dry matter content

						Motor power of 3 / 4 kW
	Propeller Ø 380 / 310 mm
	Mast and ss316 rope galvanically isolated


					
													Application
example:


												


				

			
						
				
					Productdetails

					[image: ]
					OPTIMIX 2G 

					Your fluidically optimized submersible motor

						Motor power of 4.0 to 15.0 kW
	Propeller Ø 580 - 800 mm
	Mast and ss316 rope galvanically isolated


					
													Application
example:


							[image: Tauchmotor Rührwerk Optimix 2G]					


				

			
			
			
				
					Productdetails

					[image: Tauchmotor Rührwerk Optimix 2G 90-75]
					OPTIMIX 2G 90-75

					For the reliable stirring operation and maintaining the stream

						Motor power of 5.5 / 9.0 kW
	Propeller Ø 1400 mm
	Mast and ss316 rope galvanically isolated


					
													Application
example:


							[image: Tauchmotor Rührwerk Optimix 2G 90-75]					


				

			
						
				
					Productdetails

					[image: Tauchmotor Rührwerk Optimix 2G 150-275]
					OPTIMIX 2G 150-275

					Suitable for an installation with a substrate temperature up to 55°C

						Motor power of 15 kW
	Propeller Ø 850 mm
	Mast and ss316 rope galvanically isolated


					
													Application
example:


							[image: Tauchmotor Rührwerk Optimix 2G 150-275]					


				

			
						
				
					Productdetails

					[image: Tauchmotor Rührwerk Optimix 3G]
					OPTIMIX 3G

					Submersible motor for higher performance requirements

						Motor power of 25 kW
	Propeller Ø 900 mm
	Mast and ss316 rope galvanically isolated


					
													Application
example:


							[image: Tauchmotor Rührwerk Optimix 3G]					


				

			
			
			
				
					Productdetails
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					OPTIMIX 4G 150-135

					Submersible mixer with high thrust and for high dry matter content

						Motor power of 15 kW
	Propeller Ø 1,200 mm
	Mast and rope galvanically isolated


					
													Application
example:


												


				

			
						
				
					Productdetails
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					OPTIMIX 2A 15-720

					Fast-running agitator for aggressive media with low pH values

						Motor power of 0.8 / 1.5 / 2.2 kW
	Propeller Ø 230 / 320 / 380 mm
	Completely manufactured in ss304


					
													Application
example:
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					[image: Tauchmotor Rührwerk Optimix 2A ]
					OPTIMIX 2A 3 / 4 kW

					Agitator for agressive media and low pH values

						Motor power of 3.0 / 4.0 kW
	Propeller Ø 380 / 310 mm
	Completely manufactured in ss304


					
													Application
example:
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					[image: Rührwerk Tauchmotor Optimix 2A]
					OPTIMIX 2A

					Agitator for agressive media and low pH environments

						Motor power of 4.0 / 9.0 / 13.5 / 15.0 kW
	Propeller Ø 580 - 850 mm
	Completely manufactured in ss304


					
													Application
example:
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					[image: Tauchmotor Rührwerk Optimix 3A]
					OPTIMIX 3A

					Your high performance agitator for agressive media an low pH values

						Motor power of 25.0 kW
	Propeller Ø 900 mm
	Completely manufactured in ss304


					
													Application
example:
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					[image: Gasdichte Deckendurchfuehrung GDD für Tauchmotor]
					Gastight ceiling lead through GDD

					 For a gas tightness of nearly 100 %

						For biogas tanks up to 14 m
	360° tilt adjustment
	Adjustable in height through cable winch


					
													Application
example:
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					[image: Mast gasdichte Durchführung MGD für Tauchmotorrührwerk]
					Mast gastight wall lead through MGD

					Maximum adjustment and gastightness

						For biogas tanks up to 14 m
	External vertically rotation 240°
	Adjustable in height through cable winch


					
													Application
example:
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					[image: Einhängevorrichtung EV4 Tauchmotor Optimix]
					Suspension mounting frame EV4

					For closed container with a height of 4 - 12 m

						Suitable for tank depths up to 12 m
	For mounting onto the concrete ceiling
	Vertically rotation +/- 60°


					
													Application
example:


							[image: Einhängevorrichtung EV4 Tauchmotor Optimix]					
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